UFO

Halogen floodlight 230V - 200W

Die cast aluminium body polyester powder coated in
black/white colours.

Reflector made of highly pure, pressed aluminium
sheet, polished and oxidized.

Tempered front safety glass.

R7s -15 ceramic lampholder with silicon rubber insu-
lated cables.

Connector box constructed in thermoplastic fibre
glass injected resin, complete with terminal block
and gasket.
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BLACK WHITE SILVER
CLI
30077  White with glass HD max 200W 0,85 12 480 0,0033
30079  Black with glass HD max 200W 0,85 12 480 0,0033
30090  Silver with glass HD max 200W 0,85 12 480 0,0033
ACCESSORIES AND SPARE PARTS
60117  Base 0,16 6 Black 0,0004 ‘
60134 Base 0,16 6 White 0,0004
60136 Base 0,05 12 White 0,00036 60117 - 60134
60114  Base 0,05 12 Black 0,00036 Base
60125  Bracket 0,1 12 White -
60115  Bracket 01 12 Black - gﬁ*
60120 Arm mm 500 0,45 6 White 0,0038
60116  Arm mm 500 0,45 6 Black 0,0038 60114 - 60136
60123  Arm mm 1.000 0,45 6 White 0,0038 Base
60124 Arm mm 1.000 0,45 6 Black 0,0038
60330 Cup 0,17 1 White -
60332 Cup 0,17 1 Black -
00086  Safety glass 0,58 - - -
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FALCO

Asymmetric halogen Floodlight 230V - 500W

Die cast aluminium body and frame

Polyester powder coated.

Silicon rubber sealing gasket and stainless steel
retaining clip.

Reflector made of high purity aluminium, polished
and oxidized.

Trasparent and diapered tempered safety glass.

Black fixing base, complete with three-pole terminal
block and cable gland, black colour.

Stainless steel screws.

R7s porcelain lampholder with teflon insulated
wiring.

Adjustable on a 90° vertical plane.

CLI
30137 White
30062 Black

ACCESSORIES AND SPARE PARTS

60138  Bracket 1,8
69013 Complete unmonted base 0,12
00499  Glass 0,58

Halogen max 500W 2,14
Halogen max 500W 2,14

1 Black
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BLACK WHITE SILVER
6 120 0,0126
6 120 0,0126
_ 60138
Bracket Length 600 mm

Ideal for lighting shop-windows.
Zinc plated and steel coated in
black

colour.
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FALCO DAY

Asymmetrical projector for discharge 70W and
150W metal halide/ high pressure sodium lamp
RX7s lampholder (to be matched with the power
supply box).

Beyond the conventional metal halide lamps with
hot or cold light, these projectors are consistent with
the mounting of the innovative lamps with discharge
pipe made of ceramics. These luminous sources offer
technical and lightning characteristics much higher
as regards the constancy, the colours and the lumi-
nous efficiency during the whole life of the lamp
itself.

Body and cover made in die cast aluminium, painted
with polyester powders colour black, white and silver.

Silicon rubber gasket.

Closing hook made of stainless steel.

Reflector made of pure aluminium polished and
anodised.

Fixing header with tripolar terminal clamp and with
cable lock, colour black.

Transparent front crystal.

Rx7s porcelain lampholder with silicon insulated
cables.

It can be oriented on the vertical plane of 90°.
Projector to be connected to the power supply box
suitable for the installed lamp.

CLI

30141  White MD (JM-TS) - SD (SAP-TS) 70W 2,05
30142  Black MD (JM-TS) - SD (SAP-TS) 70W 2,05
30144  Silver MD (JM-TS) - SD (SAP-TS) 70W 2,05
30115  White MD (JM-TS) - SD (SAP-TS) 150W 2,13
30116  Black MD (JM-TS) - SD (SAP-TS) 150W 2,13
30118  Silver MD (JM-TS) - SD (SAP-TS) 150W 2,13
60169  GEARBOX M-S CR70W

60168  GEARBOX M-S CR 150W

ACCESSORIES AND SPARE PARTS

60138  Bracket 1,8
01340 Base 0,12
00499  Glass 0,58
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MD (JM-TS) RX7s 70-150W
SD (SAP-TS) RX7s 70-150W
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60138

Bracket Lenght 600 mm

Ideal for lighting shop-windows.
Zinc plated and steel coated in
black colour.




SPOT FLOOD AN -CN

Spot for par 38 lamp - 230V

Body made of die cast aluminium polyester powder
coated.

AN type: base made in thermoplastic material.

CN type: point made in galvanized steel sheet paint-
ed with polyester powders, complete with rubber
supply cable 3x1T mmgq.; length 2 m.

Black colour.

Empty bodies E27 lamp.

ccA [F0

QD’" IPAR 38 MAX 120W
Osram/Philips type E27

125 . 155

CN AN

350
140

BLACK

CLI
50200 SPOTAN | PAR 38 Max 120W
50203 SPOTCN I PAR 38 Max 120W
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0,69

(o)}
'

0,0024
6 = 0,0035



