ROMA

Body and fixing device made of die cast aluminium
coated with polyester powders in silver colour.
Reflector made of polished and oxidized 99.8% purity
aluminium.

Electrical gear box made of black non aging plastic
material.

Removable fittings plate made of steel.

Porcelain lamp holder, connecting wires with silicon
rubber insulation and vetrotex sheath, connecting
clamp and power supply cable anchoring device.
Clear polycarbonate bowl, UV resistant, with gasket and
locking clips.

Installation on 60 mm dia. pole in three positions:

- horizontal

- straight with body at 0°

- straight with body bent at 20°

All the electrical components are produced according
to the Italian Quality Standards for power 230V - 50 Hz
and the street lighting is manufactured according to EN
60598/1 rules.

wind exposed surface:
- with BOWL = 0,098 m*
- without BOWL = 0,073 m?

IP 43 ELECTRICAL ACCESSORIES
IP 23 OPTICAL ASSEMBLY WITHOUT BOWL
IP 44 OPTICAL ASSEMBLY WITH BOWL

CLI
CODE  DESCRIPTION LAMP TYPE GROSS WEIGHT (kg)
40057 Empty Body - 1,98
40058  KIT QE (MBF) 80W 1,69
40059 KIT QE (MBF) 125W 1,95
40060 KIT QE (MBF) 250W 3,13
40061* KIT S (SAP) 70W/I 1,95
40062 S (SAP) 70W 2.3 KV 2,11
40064  KIT S (SAP) 100W 2,22
40065 KIT M-S (JM-SAP) 150W 3,16
40090 ROMA Body S (SAP) 250W 593
60176  Bowl = 0,62

* For lamps with incorpored ignitor
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Lamp

L @) QE (MBF) - E27 80-125W - E40 250W
@ SE (SAP-E) - E27 70W - E40 100-150-250W
ST (SAP-T) - E27 70W - E40 100-150-250W
MT (JM-T) - E40 150W
a ME (JM-E) - E40 150W
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ROMA

ACCESSORIES AND SPARE PARTS

CODE DESCRIPTION GROSS WEIGHT (kg) PACKING (pcs.)
60031 Corner bracket composite 1,90 3
60030  Wall bracket composite 1,05 4
60026  Wall bracket electro welded 1,265 6
60063  Corner bracket electro welded 2,60 4
40066* Empty gear plate + PL E27 0,52 1
40067* Empty gear plate + PL E40 0,68 1
* For Extra European countries only
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