
The Body made of zinc plated steel coated with

polyester powders in silver colour Ral 7035,

wired power corrected.

For power S 400W the body is manufactured

with cooling ribs. Fitting supplied completely

wired power corrected and packed in a single

box containing, for the Q and M-S versions, the

wired body and the reflector.

Installation by suspension hook.

Side cable entry with cable gland PG. 13,5.

Porcelain lamp-holder with fixed focal position.

Electrical components easily accessible.

For metal halide lamps the fitting may be used

only with protection glass.

Two versions for Philips type metal halide ellip-

soidal lamps HPI 250 and 400W BU Plus, have

been created. When powered by a high pres-

sure sodium ballast emit a considerable higher

quantity of light. The 250 W emits 25,500

lumens against 19,000 of the standard version;

the 400W emits 42,500 lumens against 35,000

of the standard version.

These bulbs also supply a warmer tone of light

passing from 4300° K to 3800° K.

All the electrical components are produced

according to the Italian Quality Standards for

power 230V - 50 Hz and the high bay is manu-

factured according to EN 60598/1 rules
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Indoor high bay
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YES 1 TECH

YES 1 TECH-Safe

YES 1 TECH/S

YES 1 TECH/S-Safe
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YES 1 Tech IP 23

Special optics for ellipsoidal lamps.
Highly pure aluminium reflector for an excellent
light output, smooth, polished and anodized. 
Recommended mounting height: from 4 to 12 meters.

CL I
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg) PACKING (pcs.) PALLET (pcs.) CBMS
50159 YES 1 TECH QE (MBF) 250W without glass 6,18 1 12 0,122
50152 YES 1 TECH QE (MBF) 400W without glass 7,31 1 12 0,122
50153 YES 1 TECH M-S (JM-SAP) 250W without glass 7,03 1 12 0,122
50154 IP 20 YES 1 TECH S (SAP) 400W without glass 8,57 1 12 0,122
50165* YES 1 TECH M (JM) 400W without glass 8,57 1 12 0,122
50164 YES 1 TECH M (JM) 250W Philips type HPI BU PLUS 8,15 1 12 0,122

with glass and lamp
50156 YES 1 TECH M (JM) 400W Philips type HPI BU PLUS 8,98 1 12 0,122

with glass and lamp
50157 YES 1 TECH M (JM) 250W Philips type HPI BU PLUS 8,88 1 12 0,122

with ballast for HPS - glass and lamp
50158 YES 1 TECH M (JM) 400W Philips type HPI BU PLUS 10,52 1 12 0,122

with ballast for HPS - glass and lamp
* Suitable for MH lamps Osram type, see lamps technical specifications.
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Dimensions (mm)

ME (JM) - SE (SAP)
QE (MBF) - E40 max 400W

Lamp

52
5 

ø 430

(w
ith

 g
la

ss
)



YES 1 Tech/s

1
0

7
In

d
u

st
ri

al
 a

n
d

 C
o

m
m

er
ci

al
 H

ig
h

 B
ay

s

IP 23

Diamond optics with excellent photometric perform-
ances for ellipsoidal lamps.
Prismatic reflector in polished and anodized alu-
minium. 
Recommended mounting height: from 4 to 12 meters.

Dimensions (mm)

ME (JM) - SE (SAP)
QE (MBF) - E40 max 400W

Lamp

52
5 

ø 430

CL I
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg) PACKING (pcs.) PALLET (pcs.) CBMS
50020 YES 1 TECH/S QE (MBF) 250W without glass 6,18 1 12 0,122
50021 YES 1 TECH/S QE (MBF) 400W without glass 7,31 1 12 0,122
50022 YES 1 TECH/S M-S (JM-SAP) 250W without glass 7,03 1 12 0,122
50023 IP 20 YES 1 TECH/S S (SAP) 400W without glass 8,57 1 12 0,122
50028* YES 1 TECH/S M (JM) 400W without glass 8,57 1 12 0,122
50024 YES 1 TECH/S M (JM) 250W Philips type HPI BU PLUS 8,15 1 12 0,122

with glass and lamp
50025 YES 1 TECH/S M (JM) 400W Philips type HPI BU PLUS 8,98 1 12 0,122

with glass and lamp
50026 YES 1 TECH/S M (JM) 250W Philips type HPI BU PLUS 8,88 1 12 0,122

with ballast for HPS - glass and lamp
50027 YES 1 TECH/S M (JM) 400W Philips type HPI BU PLUS 10,52 1 12 0,122

with ballast for HPS - glass and lamp
* Suitable for MH lamps Osram type, see lamps technical specifications.
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YES 1 Tech-Safe - YES 1 Tech/s - Safe IP 23

With series YES 1 TECH e YES 1 TECH/S an electron-
ic switching device is supplied, capable of lighting
the auxiliary halogen lamp E27 HALOLUX CERAM or
HALOLUX BT type with maximum halogen power
up to 150W. The device comes on automatically
when the main lamp goes out and goes off, also

automatically, when the main discharge lamp
comes on fully.
The fitting is fully wired and packed in a single box
containing, for the “Q” and “MS” versions the wired
body and the reflector.

CL I
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg) PACKING (pcs.) PALLET (pcs.) CBMS
50168* IP 20 YES 1 TECH SAFE M-S (JM-SAP) 400W without glass 8,95 1 12 0,122
50169 YES 1 TECH SAFE M-S (JM-SAP) 250W without glass 7,75 1 12 0,122
50170 IP 20** YES 1 TECH SAFE M (JM) 400W Philips type HPI BU PLUS 10,80 1 12 0,122

with glass and lamp
50171** YES 1 TECH SAFE M (JM) 250W Philips type HPI BU PLUS 9,65 1 12 0,122

with glass and lamp
50172 IP 20 YES 1 TECH SAFE QE (MBF) 400W without glass 9,05 1 12 0,122
50173 YES 1 TECH SAFE QE (MBF) 250W without glass 7,90 1 12 0,122

* Suitable for MH lamps Osram type, see lamps technical specifications.

** Not included E27 halogen lamp.
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CL I
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg) PACKING (pcs.) PALLET (pcs.) CBMS
50174* IP 20 YES 1 TECH/S-SAFE M-S (JM-SAP) 400W without glass 8,95 1 12 0,122
50175 YES 1 TECH/S-SAFE M-S (JM-SAP) 250W without glass 7,75 1 12 0,122
50176 IP 20** YES 1 TECH/S-SAFE M (JM) 400W Philips type HPI BU PLUS 10,80 1 12 0,122

with glass and lamp
50177** YES 1 TECH/S-SAFE M (JM) 250W Philips type HPI BU PLUS 9,65 1 12 0,122

with glass and lamp
50211 IP 20 YES 1 TECH/S-SAFE QE (MBF) 400W without glass 9,05 1 12 0,122
50212 YES 1 TECH/S-SAFE QE (MBF) 250W without glass 7,90 1 12 0,122

* Suitable for MH lamps Osram type, see lamps technical specifications.

** Not included E27 halogen lamp.
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Dimensions (mm)

ME (JM) - SE (SAP)
QE (MBF) - E40 max 400W

Lamp
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60357
Tempered glass complete with
stainless steel springs and silicon
gasket

60360 - 60367
Grille. Zinc plated and steel
coated in silver colour.

60354
Anti-vibrations support.
Zinc plated and steel coated in
black colour.

ACCESSORIES AND SPARE PARTS
CODE DESCRIPTION GROSS WEIGHT (kg) PACKING (pcs.) COLOUR CBMS
60357 Glass 1,792 5 - 0,0067
60360 Grille without glass 0,396 5 Silver 0,0042
60367 Grille with glass 0,370 5 Silver 0,0042
60354 Anti-vibrations support 0,50 - - -
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